
Introducing the PiN
Personal interactive Navigation

   

Key Features and Benefi ts

 Integrated GPS Receiver
 3D voice-guided navigation
 Back-On-Track™ Technology 
- automatic route recalculation

 Street-level mapping for the all of Australia
 65,000 colour, transfl ective 3.5” TFT touch screen
 128 MB MMC card with software and maps preinstalled for Australian version 

 (32 MB MMC for NZ version)
 64 MB RAM internal memory
 SDIO slot expandable to accept 512 MB MMC or SD card

For more information, contact:

Navman Australia Pty Ltd
Phone: (02) 9879-9000
www.navman.com
email:  pcnsales.aus@navman.com

Navman NZ Limited
Phone: 0800 GO NAVMAN
www.navman.com
email:  pcnsales.nz@navman.com



PiN Pocket PC™

Personal interactive Navigation

Technical Specifications

Countries covered (maps)
Australia or New Zealand

Optional : 
USA, Canada 
United Kingdom  
Ireland (major cities) 
France  
Germany 
Italy 
Belgium 
Netherlands 
Luxembourg 
Austria 
Switzerland 
Portugal 
Spain 
Norway 
Denmark 
Sweden 
Finland (south) 

Languages supported
Windows® Mobile 2003™ : 
in English 

Map Data
Navman’s  Smart™ 3D 
mapping software provides 
the most compreshensive 
map coverage available. This 
includes street level detail in 
most areas.

Expansion slot
For SD, SD I/O and compatible 
with MMC cards.

Sound
Voice Recording (Mono)
MP3 Playback. Built–in type 
microphone. Built–in type 
speaker. 2.5mm Mini jack 
headphones.

Easy-to-use controls
4 programmable buttons 
(Tasks, Calendar, Notes, 

Contacts and 4-way 
Joystick + Enter. 

Resistive type Touch panel.

3D Map View Add Avoid Areas when 
navigating

Navigate using Pocket 
Outlook Contacts

Display Route Summary 
information

Fast, dedicated processor
Intel PXA-255 300 MHz
Processor. 64MB RAM,

32MB Strata Flash RAM. 

Bright, colour 3D maps
3.5” Colour Transflective LCD, 
LED Backlight, 240 x320, 65k 
colours.

Battery and Power
Built-in rechargeable Lithium 
Ion, 1350 mAh. 
AC adapter able to connect to 
main unit.

Physical dimensions
112.18mm (height), 69.6 mm 
(width) 24.15mm (depth). 
120g

Built-in GPS 
SiRF high sensitivity GPS 

module built-in and  
25 x 25 mm GPS antenna 

with external  antenna jack. 
Smart™ 3D mapping 

software and maps. 
5m accuracy 95% of the time.

Full Pocket PC™ 
Windows® Mobile 2003™ 

operating system and 
applications included.

Communications
USB 1.1 ( Client ) for 

ActiveSync. 
SIR + Consumer IR 

( 30 cm, 115.2 kbps )
22 pin connector for optional 

cradle.
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